1. STREET NAME SIGNS SHALL BE FLAT SHEET PANELS 9" HIGH
BY A VARIABLE WIDTH DETERMINED BY THE LEGEND ON THAT
SIGN. CONSTRUCTION SHALL BE PER ITEM 630 SIGNS, FLAT
SHEET WITH TYPE "J” SHEETING.

2. THE SIGN SHALL BE MOUNTED ON THE CENTRAL STEM SIGN
BRACKET AND ATTACHED AT EACH END TO THE MATCHING SIGN
MOUNTED ON THE OPPOSITE SIDE OF THE STEM WITH A 0.25"
BRASS BOLT AS PER 730.17.

3. STREET NAME SIGNS SHALL BE FABRICATED WITH 6" LETTERS
AND NO BORDER.

STREET NAME SIGN
ITEM 630 STREET NAME SIGN SUPPORT SINGLE FACE

1. THE SUPPORT SHALL INCLUDE A CENTRAL STEM TYPE STREET B
NAME SIGN BRACKET (FOR 4—WAY INSTALLATION) WITH THE O
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4) SINGLE SIDED STREET NAME SIGNS AND SHALL BE LYLE
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BE BLACK.

2. LOCATIONS REQUIRING 6 SIGNS AND THEREFORE A LONGER CENTRAL
STEM ARE SHOWN ON THE PLAN.
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